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PD54 'FEATURES % &

* Excellent solderability and high heat resistance
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* 100KHz 0.3V
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[Eié.mrical Characteristics B S48
Type Indicate Inductance D.C.RéMax) Rated Current(Max)
b R THR{E B EH mQ) BEE R L (D)

PD54-100 100 10uH+20% 0.10 1.44
PD54-120 120 12uH+20% 0.12 1.40
PD54-150 150 15uH+20% 0.14 1.30
PD54-180 180 18uH+20% 0.15 1.23
PD54-220 220 22uH+20% 0.18 1.11
PD54-27 0 270 27uH+20% 0.20 0.97
PD54-33 0 330 33uH+20% 0.23 0.88
PD54-390 390 39uH+20% 0.32 0.80
PD54-47 0 470 47uH+20% 0.37 0.72
PD54-56 0 560 56uH+20% 0.42 0.68
PD54-68 0 680 68uH+20% 0.46 0.61
PD54-820 820 82uH+20% 0.60 0.58
PD54-101 101 100uH+20% 0.70 Q.52
PD54-12 1 121 120uH+20% 0.93 0.48
PD54-15 1 151 150uH+20% 1.10 0.40
PD54-18 1 181 180uH+20% 1.38 0.38
PD54-22 1 221 220uH+20% 1.57 0.35

* SPQ:2000PCS/REEL

The sample parameters are based on actual measured values
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